
EXCEL
HEAVY DUTY ANTI-SEIZE 

FOR BEST RESULTS ALL SURFACES MUST BE 
CLEAN AND FREE OF GREASE.

For complete product specifications, review the product SDS at 
wellworthproducts.com.
Storage:

800-890-7935 www.wellworthproducts.com

TM

SPRAY PRODUCT ONLY AT ROOM TEMPERATURES 
ABOVE 60º F.
Shake can vigorously for one minute after mixing ball begins 
to rattle. Make sure surface is cleaned of all dirt, grease and 
grime. Spray liberal amount from a distance of 8-10 inches.

DIRECTIONS:

Product Number and Packaging:
#3010 - Net wt. 14 oz. Aerosol can.....................12 per case

Keep container(s) tightly closed and properly labeled. Store in cool, dry, well-ventilated areas 
away from heat, direct sunlight and incompatibilities. Store in approved containers and protect 
against physical damage. Keep containers securely sealed when not in use. Indoor storage 
should meet OSHA standards and appropriate fire codes. Containers that have been opened 
must be carefully resealed to prevent leakage. Empty container retain residue and may be 
dangerous.
First Aid:
Inhalation: Move person to fresh air and keep comfortable for breathing. If exposed/feel 
unwell/concerned: Call a POISON CENTER/doctor.
Eye Contact: Rinse eyes cautiously with lukewarm, gently flowing water for several minutes, while 
holding the eyelids open. Remove contact lenses, if present and easy to do. If eye irritation persists: 
Get medical advice/attention. 
Skin Contact: Take off immediately all contaminated clothing. Gently blot or brush away excess 
product. Wash with plenty of lukewarm, gently flowing water for a duration of 15-20 minutes. Call a 
POISON CENTER/doctor if you feel unwell.
Ingestion: Rinse mouth. Do NOT induce vomiting. Immediately call a POISON CENTER/doctor. If 
vomiting occurs naturally, lie on your side, in the recovery position.
Never give anything by mouth to an unconscious or convulsing victim. Keep person warm and quiet.

Chemtrec (USA) 800-424-9300

APPLICATIONS: Manifold studs, cylinder head bolts, 
bushings, couplings, spark plugs, splines, drive chains, 
electrical conduit connections, gears, sprockets, lever pivots, 
rollers and hinges.

EXCEL’sTM superior formulation is not affected by acids, 
solvents, oils, alkalies, gasoline, salt water and other high 
corrosive environments. Not affected by heat up to 1800˚F. 
Maintains a high degree of electrical conductivity. For use on 
plastics, fiberglass and all metals including steel, aluminum, 
brass and copper. Acts as a high-quality lubricant for bearings, 
slides, etc.  


