
PRO SHOCK™ 
INTAKE VALVE & COMBUSTION CHAMBER 
CLEANER

Directions: 
For best results, start engine and bring up to normal operating temperature. 
Turn off engine. Follow instructions supplied with the VT-001 Vacu-Tap 
adapter for proper administration of PRO SHOCK™ 
NOTE: THIS CAN IS NOT PRESSURIZED AND WILL NOT WORK ON RAIL 
OR INJECTION APPLICATIONS. 

Product Number and Packaging: #1053 – 12 oz     12/CS 
CONTAINS: PETROLEUM DISTILLATES (64742-94-5, 64742-52-5, 64742-
95-6) Ethylene Glycol Butyl Ether (111-76-2) Oleic Acid (112-80-1) Methyl 
Amyl Alcohol (75-85-4) 

For more information, refer to the Well Worth Safety Data Sheet for this 
product, or call Chemtrec (USA) 800-424-9300 

KEEP OUT OF REACH OF CHILDREN 
FOR PROFESSIONAL USE ONLY. NOT FOR RESALE 

NOT FOR SALE IN CALIFORNIA 
STORAGE: Store in a well-ventilated place. Keep container tightly closed. Keep cool. Store 
locked up. Dispose of contents/ container in accordance with local/regional regulations. 

DANGER: Flammable liquid and vapor. Causes skin irritation. Causes serious eye irritation. 
May cause drowsiness or dizziness. May be fatal if swallowed or enters airways. May cause 
cancer. Suspected of damaging fertility or the unborn child. 
PREVENTION: Obtain special instructions before use. Do not handle until all safety 
precautions have been read and understood. Use personal protective equipment as required. 
Keep away from heat/sparks/open flames/hot surfaces. -No smoking. Keep container tightly 
closed. Ground/bond container and receiving equipment. Use explosion-proof electrical/ 
ventilating/ lighting/ equipment. Use only non-sparking tools. Take precautionary measures 
against static discharge. Avoid breathing dust/ fume/ gas/ mist/ vapors/ spray. Wash skin 
thoroughly after handling. Use only outdoors or in a well-ventilated area. Wear protective 
gloves/ protective clothing/ eye protection/ face protection. 
RESPONSE: IF ON SKIN: Wash with soap and water. If skin irritation occurs get medical 
advice/attention. Tale off contaminated clothing and wash before reuse. IF INHALED: Remove 
victim to fresh air and keep at rest in a position comfortable for breathing. Call a poison center 
or doctor/physician if you feel unwell. IF IN EYES: Rinse cautiously with water for several 
minutes. Remove contact lenses, if present and easy to do. Continue rinsing. Do NOT induce 
vomiting. IF SWALLOWED: Immediately call a POISON CENTER or a doctor/physician. If 
exposed or concerned: Get medical advice/attention. Call a POISON CENTER or 
doctor/physician if you feel unwell. If eye irritation persists: Get medical advice/attention. 

PRO SHOCK™ safely and 
effectively dissolves deposits and 
contaminants from intake 
manifolds, intake valves, 
combustion chambers, EGR valves 
and passages, oxygen sensors, 
and catalytic converters.   

800-890-7935 www.wellworthproducts.com 
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